
Last updated: 2017-04-11

Substance name CAS Benchmark
Assessment date 

(valid for 3 years)

Sunset 

date

Report 

public
Comments

Aluminum diethylphosphinate 225789-38-8 2 Feb, 2016 ­ Yes

Aluminum Hydroxide 21645-51-2 2 Feb, 2016 ­ Yes

Melamine Polyphosphate 15541-60-3 2 Feb, 2016 ­ Yes

Poly[phosphonate-co-carbonate] 77226-90-5 2 Feb, 2016 ­ Yes

Resorcinol Bis-Diphenylphosphate 125997-21-9; 57583-54-7 2 Feb, 2016 ­ Yes Interchangable CAS numbers

Red Phosphorus 7723-14-0 2 Feb, 2016 ­ Yes

Bisphenol A diphosphate 181028-79-5; 5945-33-5 2 Feb, 2016 ­ ­ Interchangable CAS numbers

Substituted Amine Phosphate mixture 66034-17-1 2 Feb, 2016 ­ Yes

Triphenyl Phosphate 115-86-6 2 Feb, 2016 ­ Yes

Tetrakis (2,6-dimethylphenyl)-m-phenylene biphosphate 139189-30-3 2 Jan, 2015 ­ ­

Siloxanes and silicones, di-Me, di-Ph, polymers with 

Ph silsesquioxanes 68648-59-9 2 Jan, 2016 ­ ­

Ammonium Polyphosphate 68333-79-9 3 Feb, 2016 ­ Yes

Magnesium Hydroxide 1309-42-8 3 Feb, 2016 ­ Yes

Polyphosphonate 68664-06-2 3 Feb, 2016 ­ Yes

Phenoxyphosphazene

890525-36-7, 2791-22-2, 

2791-23-3 3 Feb, 2017 ­ ­

TCO Certified Accepted Substances List

All substances on this list have been reviewed and the benchmark set by approved Clean Production Action (CPA) licenced profilers.

All substances of a Flame retardant mixture shall be accounted for. Non-accepted components shall not exceed concentration levels of 0.1% 

by weight of the flame retardant. 


