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Our conclusion, based on investigations and analysis of the chemical substances used in the following products, is as follows:

7.1 Heavy metals:
The worst-case concentrations by weight in homogeneous materials and in batteries for cadmium, mercury, lead and hexavalent chromium is:

	Substances in homogenous materials
	Concentration
	Limit

	Cadmium
	
	< 0.01%

	Mercury
	
	< 0.1%

	Lead
	
	< 0.1%

	Hexavalent chromium
	
	< 0.1%



	Substances in Batteries
	Concentration
	Limit

	Cadmium
	
	< 0.002%

	Mercury
	
	< 0.005%

	Lead
	
	< 0.01%






7.2 Halogens
The worst-case concentrations of restricted halogens in the product is:

	Substance
	Concentration
	Limit

	PBB
	
	< 0.1%

	PBDE
	
	< 0.1%

	HBCDD
	
	< 0.1%



	Intentionally added halogenated flame retardant, plasticizer or vinyl polymer stabilizer
	Concentration
	Limit

	
	
	< 0.1%




7.3 Non-halogenated substances: Flame retardant and vinyl polymer stabilizer
The worst-case concentrations (by weight of the flame retardant or vinyl polymer stabilizer) for intentionally added flame retardant or vinyl polymer stabilizer not listed on the TCO Certified Accepted Substance List in product housing and cable/wire parts or printed circuit board (PCB) laminates above 0.5 grams is:

	Intentionally added non-halogenated flame retardant or vinyl polymer stabilizer
	Concentration
	Limit

	
	
	< 0.1%





7.4 Plasticizers
The worst-case concentrations (by weight of the plasticizer) for the following restricted plasticizers in the product is:

	Substance
	Concentration
	Limit

	Bis (2-ethylhexyl) phthalate (DEHP)
	
	< 0.1%

	Butyl benzyl phthalate (BBP)
	
	< 0.1%

	Dibutyl phthalate (DBP)
	
	< 0.1%

	Diisobutyl phthalate (DIBP)
	
	< 0.1%



The worst-case concentrations (by weight of the plasticizer) for intentionally added plasticizers not listed on the TCO Certified Accepted Substance List in product housing and cable/wire parts above 0.5 grams is:

	Intentionally added plasticizer
	Concentration
	Limit

	
	
	< 0.1%




7.5 Hazardous substances in product packaging
The worst-case concentrations of lead (Pb), cadmium (Cd), mercury (Hg) or hexavalent chromium (Cr6) in non-recycled packaging material is:

	Hazardous substances in non-recycled packaging materials
	Concentration
	Limit

	Lead
	
	< 0.01%

	Cadmium
	
	< 0.01%

	Mercury
	
	< 0.01%

	Hexavalent chromium
	
	< 0.01%


The worst-case concentrations of organically bound halogens in plastic packaging material is:

	Organically bound halogens in plastic packaging material
	Concentration
	Limit

	Fluorine
	
	< 0.01%

	Chlorine
	
	< 0.01%

	Bromine
	
	< 0.01%

	Iodine
	
	< 0.01%

	Astatine
	
	< 0.01%
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